
 
TRAFFIC LIGHT STUBBY 

 
 
The Automotor Traffic Light Stubby is made from 2mm thick galvanised steel and comes standard 
with a mechanical security lock.  Due to the strong construction of the stubby, the unique mechanical 
locking mechanism provides sufficient security in most applications.  As an optional extra, the stubby 
may be ordered with a tamper alarm as well as an electro-mechanical locking mechanism (electronic 
access control). 
 
 

 

Figure 2: Front view, closed 

Figure 1: Cover hinges out of the way to expose connectors for easy access 



DESIGN ADVANTAGES 
 
The Automotor Stubby is designed with a hinged cover rather than a removable cover.  The cover 
hinges completely open to allow full access to the cable connections within (see figure 2). The cover 
can’t be lost or damaged on-site due to the fact that it is permanently attached.  The plinth allows 
cable entry from behind and there is a large gap provided below the cable gland tray for easy access 
when fastening cable glands.   
 

 
Knock-outs are provided in the cable 
tray to accommodate cable glands 
sizes between #0 and #3 glands (up to 
37 cores, 1,5mm2).  Figure 3 shows 
the cable gland tray. 
 
The terminals provided with the 
stubby allow for 4 connection points 
each and use a spring-loaded 
mechanism for quick connection of 
wires.  Wire sizes between 0,2 mm2 
and 4 mm2 are accommodated by the 
connectors which are rated at 800 V, 
32 A.  Although the stubby is supplied with 40 terminals as standard, there are four vertically 
mounted DIN rails provided in the cabinet which allow for many more connection points and/or circuit 
breakers.  The terminals require a fair amount of force to depress the spring mechanism.  Mounting 
the terminals on the sturdy back plane of the cabinet provides ample support for the spring-loaded 
connectors.  
 
 
 

Figure 3: 4-way push connectors and cable gland tray with 
sufficient knock-outs for any traffic light installation 

Figure 4: Rear view showing cable-entry hole in the plinth 



 SPECIFICATION SUMMARY 
 
Below is a specification summary of the Automotor Stubby 
 
DESCRIPTION SPECIFICATION 

Material Galvanised mild steel (2mm thick)  

Connection cabinet internal dimensions L×W×H 455 mm × 215 mm × 345 mm 

Din rail lengths (4 provided) 335 mm 

Tapered plinth base size L×W 720 mm × 480 mm 

Plinth height 350 mm 

Rear cable entry hole W×H 300 mm × 180 mm 

Cable gland access hole (for easy fastening of cables to 
the cable gland tray)  420 mm × 100 mm 

Number of 20 mm knock-outs 6 

Number of 25 mm knock-outs 4 

Number of 32 mm knock-outs 4 

4-way terminal specifications (40 provided as standard) 
800 V, 32 A, surge voltage in excess of 
8 kV.  0,2 mm2 to 4 mm2 wire size 
accommodated per connection. 

 
                                                                                                                                                              


